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FIRST EDITION. 


b COLT'S E yi 
PATENT FIRE ARMS MANUFACTURING COMPANY, 


MANUFACTURERS OF 


MILITARY, SPORTING, AND DEFENSIVE ARMS, 


ALSO 


Baxter Steam Engines, Colt's Disc Stationary and Marine Engines, 
COLTS ARMORY AND UNIVERSAL PRINTING PRESSES. 
All of Our Work is Guaranteed, Highest Standard Attained. 


Hartrorp, Сомм., U. S. A. 


DEPOTS: 
258 Market Street, 14 Pall Mall, 


SAN FRANCISCO, САТ, LONDON, S. W. 


FEBRUARY, 1888. 


" нь" 
/ 


ТЕКМ5 МЕТ САЗН. 


С. О. D. Orders from parties unknown to us must be accompanied by twenty-five per cent. of amount of goods ordered. 
All express or freight charges and charges for returning moneys to us must be paid by purchaser. 
Correspondence from dealers solicited. 


Articles not weighing over four pounds are mailable to all parts of the United States at one cent per ounce, except ammunition 


and primers, which are not mailable. 
All orders from parties unknown to us, for goods to be sent by mail, must be accompanied by the full amount of cash. 


All arms or parts sent to us must be plainly marked with name and address of sender, to prevent their loss; and all charges must 


Бе prepaid. 


No Goods Sent on Approval. 


COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, СОММ., Ц. S. А. 


Six Shot, 


New Double Action, Self-Cocking, Central Fire, Army, 
Calibre, Revolving Pistol. 


This Cut is about two-thirds of the 
full size of the Pistol. 


Price, $18.00. 


Length of barrels 434, 514, and 715 inches. 


The weight of the Pistol with 714 inch barrel is 2 lbs. 7 oz. 
This Pistol has the double hand or pawl, is made of the best quality of steel, of superior workmanship, and is in all respects the best Double Action Pistol 


ever made. 
It takes the U; S. Regulation Cartridge, .45 inch calibre, used by the U. S. Cavalry, and the .38 and .44 inch calibre cartridges manufactured for the Colt’s 


Lightning Magazine Rifles. 
Is made with blued frame and barrel or full nickel plated. 
All barrels over 714 inches long, $1.00 extra for each additional inch. 


Can furnish with 315 and 4 inch barrels without ejectors. 


гом УМ. 


COLTS,DA. 


Lengths of barrelg, 4!5, 5, and 6 inches. 38 or 41 Calibre, Central Fire. 


Price, .41 Calibre, $15.00. 


These Double Action Pistols are furnished with case-hardened frames and blued barrels. or full nickel 
plate, and with walnut, rosewood, or hard rubber stocks. 


415 inch barrel is the shortest made with the ejector, in .38 and .41 Calibre. 


Me т = 


(V 38 LONG Ө 


Lengths of barrels, 215, 81%, 414, 5, and 6 inches. 


Price, .38 Calibre, $14.00. 


The Aland .38 inch calibre Pistols have the double pawl, and are in all respects equal in material and work- 
manship to the 45 calibre D. A. Pistol. ‘They ean be cocked by the thumb, or can be cocked and fired by pulling 
the trigger. 


The Double Action Pistols should be carried with the Hammer resting in the Safety-Notch. 


АИ barrels over 6 inches long, $1.00 extra for each additional inch. 


z 


NEW MODEL ARMY METALLIC 


The length of the Pistol is 1214 


Length of barrel is 434, 5%, and 7}4 inches, with 


The hand, or finger, or pawl, which revolves the cylinder, has two points, one above the 
other. ‘The upper engages the ratchet of the cylinder when the revolution begins. But before 
the necessary sixth of a revolution could be made, as the pawl moves in a plane, and the ratchet 
tooth in the arc of a circle whose plane is perpendicular to the pawl's plane of motion, the pawl 
would lose its hold on the tooth, and the revolution of the cylinder would stop. То prevent 
this, the second point is added, and just as the first point will disengage from the ratchet, the 
second or lower point engages another tooth of {һе ratchet and completes the revolution. By 
this arrangement the pawl actuates a larger ratchet than it could otherwise, and therefore 
exerts more force upon the cylinder, by acting upon a longer lever-arm. This permits a 
smaller sized cylinder for the same diameter of ratchet. 


The cylinder has a bushing, which projects in front of it, and ges three surfaces upon 
г which the cylinder revolves, thus diminishing the chance of sticking from dirt or rust, and also 
giving a very small axis upon which to revolve, decreasing the moment of friction. 


When the ejector is used it springs back to its place and is ready for use again, avoiding 
the necessity of putting it back. 


ТО TAKE APART THE PisTOL.—Half-cock the pistol, loosen the catch-screw which holds 
the centre-pin, draw out the centre-pin, open the gate, and the cylinder can then be withdrawn. 


To remove the ejector, turn out the ejector tube screw, then push the front end away from 
the barrel and pull it towards the muzzle. The barrel can then be unscrewd. 


AM 
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.32 CAL, COLTS= 4 
NEW LIGHTNING T 


MAGAZINE RIFLE , № 


Qu :38-CALUQOLTS We" 
WM NEW LIGHTNING F^ 
MAGAZINE RIFLE 


CARTRIDGE REVOLVING PISTOL. 


The Drawing 18 one-half size of the Pistol. 


It has been adopted by the War Department for the Cavalry Service of the United States. 


Price, $ 16.00. 


inches; length of barrel, 744 inches; Из bore or calibre, .45 inch. Weight, 2 lbs. 5 oz. Rifling, 


six grooves, one revolution in 16 inches; depth of groove, .005 inch. Number of chambers in cylinder, six. 


It has а solid frame, case hardened. 


ejectors. Length of barrel is 314 and 4 inches, without ejectors. 


Cartridge, .45 inch calibre; weight of powder, 30 grains; weight of lead, 250 grains. Central fire, external priming. 
We can also furnish this arm to use the .44 Russian, .44 target and gallery .41 calibre long and short, .38 calibre long and short, .32 and .22 calibre cartridges. 


Ir DIFFERS FROM OTHER REVOLVING PISTOLS IN THE FOLLOWING POINTS, VIZ.: 


The stock can be removed by turning out the two screws just behind the hammer, and that 
at the bottom of the strap. All the parts of the lock are then displayed, and can be readily 
separated. 

The cylinder bushing should be pushed out for cleaning. 


To remove the gate, turn out a screw in the lower side of the frame, (hidden by the trigger 
guard, ) then the gate-epring and catch can be withdrawn, and the gate can be pushed out. 
The best sperm oil should be used for oiling the parta. 

To LOAD THE PisToL.—lst motion: holding the pistol in the left hand, muzzle down- 
wards, half-cock it with the right hand and open the gate. 2d motion: iusert the cartridges in 
succession, with the right hand, close the gate cock and fire it, (taking it in the right hand,) or 
bring the hammer to the safety notch as may be desired. ` 

To EJECT THE CARTRIDGE SHELLS.—Ist motion: holding the pistol in the left hand, half- 
cock with the right hand and open the gate. 2d motion: eject the shells in succession with the 
ejector pushed by the right hand, moving the cylinder with the thumb and fore-finger of the 
left hand. When the shells have been ejected, the pistol is ready for the 2d motion of loading. 


N. B.—There are three notches in the hammer of this pistol. The first is the safety-notch, the 
second is the half-cock notch, and the third is the cock-notch. The pistol cannot be fired when the 
hammer rests in the safety-notch or half-cock notch, and can be fired by pulling the trigger when the 
hammer rests in the cock-notch. The pistol should be carried habitually with the hammer resting in 
the safety-notch. 


= COLI Ses 
‹ MAGAZINE RIFLE И 
44 CAL. 


“THE FRONTIER."—This most popular Revolving Pistol is the same as that described above, and is designed to fill the want of a Revolving Pistol using the same ammunition as 
a magazine rifle and thus avoid the necessity of carrying two kinds of ammunition, besides the many other apparent advantages which make this arm a necessity to the practical sportsman 


and frontiersmen. 


rifles. 
All barrels over 71% inches long, $1.00 extra per each additional inch. 


“THE FRONTIER” is made to use the 32-100, 38-100, and 44-100 Colt's Lightning Magazine Rifle Cartridges and also those of same calibre used in other magazine and single shot 
All of above revolvers сап be furnished with case hardened frame and blued barrel or nickel plated and with wood or rubber stocks as desired, at same prices. 
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4 
‘) SHORT COLTS 


we Са; Єз Shot. 


Price, $9.00. 


This Pistol has just been brought into the market to supply the place of the well-known Cor T's New MODEL POLICE PISTOLS, not now made. It is 
like its predecessor in calibre, weight, length of barrel, extractor, and shooting qualities, and is like all of the new models of Совлтв PISTOLS in having the 


double hand ог pawl, а new style of bolt, and a new shape of stock. Its weight is twenty-four ounces. 


The barrels are 41, and 6 inches in length. 


~ ; | d uc | . | У | » 
$ j » 7 Т 
Fancy Work оп Kevolving Pistols. 
à 
We furnish Јгогу and Pearl Stocks of standard quality, plain, engraved, ov etched, of any design desired. at a 
reasonable price, varying in proportion to the amount of work ordered. 
Engraving varies in proportion to the amount of work and design. 


e ean also gold or silver plate if desired, at a reasonable price. 
ү Iso gold 1 plate if desired, at | ble pri 


COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN., Ц. S. А. 


NEW HOUSE AND NEW LINE REVOLVING PISTOLS. 


5 Shot. 
They are 


.32 Calibre, Central Fire. 5 Shot. 


.38 and .41 Calibre. 
Rubber stock. Blued or plated. 


Price, $8.00. 


New Line House Pistols. 
These Pistols have the double hand or pawl, a new style of bolt, a new 


Length of barrel, 214 inches. Blued or plated. 


Price, $7.00. 


nickel plated, with rubber stocks. 


shape of stock, and the pull is smooth and soft. 


Length of barrel, 214 inches. 


= 


41 Calibre, Short or Long Central Fire. 5 Shot. 


COLTS,D.A. 


Length of barrel, 214 inches. Full nickel plated only. 


41 Loug, Central Fire. 


\ атоме 
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Price, $7.00. 


COLTS PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, СОММ., Ц. S. A. 


OLD AND NEW LINE REVOLVING PISTOLS. 


.22 Long, В. Е. 


Short ог Long Rim Fire. 
| New Line .22 Calibre. 7 Shot. 


Length of barrel, 214 inches. 


Half or full nickel plated. 


Price, $5.00. 


.92 Calibre. Short or Long Rim Fire. Weight, 8 oz. 
Half or full nickel plated 
Price, $4.50. 


Сап be used with long and short No. .22 Cartridges. 


Length of barrel, 234 inches. 


This Drawing gives the precise size of the Pistol. 


OLD LINE 22-100 CALIBRE. 


(Їзо1омс = 


New Line, .30 Calibre. Short or Long Rim Fire. 5 Shot. 
Length of barrel, 214 inches. Half or full nickel plated. 
We have a few made up 134 inches, a very desirable pocket size. 


Price, $6.00. 


COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN,, U. S. А. 


COLTS NEW DERINGER AND THE NATIONAL DERINGER. ' 


COLTS NEW DERINGER. 


Exact Size. Length of barrel, 215 inches. Weight, 615 ounces. 


This Breech-Loading Deringer can be loaded and fired more rapidly and with less ineonven- 
ience thin any other kind. 


Nickel Plated Frames, Blued Barrels} $8.00 per pair. 


Nickel Plated Frames and Barrels, 


DIRECTIONS FOR USING. 
To Loap.—Set the hammer at half-cock and swing the muzzle of the barrel to the left; this 
opens the breech. After tiring, the empty shell may be expelled entirely by the same operation as 


for loading. 


The exploded shell need not be touched by the fingers. 


Cartridge, .41 Cal., Rim Fire. 


THE NATIONAL DERINGER. 


Exact Size. Length of barrel, 215 inches. Weight, 10 ounces. Calibre .41, Rim Fire. 


ap 


U l'suoRT - 


Cartridge, .41, Riin Fire. 
DIRECTIONS FOR USE. 
To LoAD.—set the hammer at half-cock; = j | 3 4 
grasp the stock in the right hand, and drawing back the steel button cr. у No. 1. 2 Cartes: i0, Hino Eine. 
with the fore-tinger, rotate the muzzle of the barrel to the left with the 
" left hand. Holding the barrel thus turned aside, introduce the Cart- 
ridge and then rotate to its original position. After firing, the empty shell may be ejected by the fes Ac eS 
same operation as for loading. Price, $7.00 per pair. 

These Pistols are made with METAL ок Woop STOCKS. No. 1 represents the Pistol with the METAL STOCK, and No. 2 with Woov STOCK. 
9 


Nickel Plated Frames, Blued Barrels, or full nickel plated. 
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COMPONENT PARTS OF DouBLE ACTION REVOLVING PISTOLS. 


CAL. 
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In ordering, vive the number of the part. 


REVOLVING PISTOLS. 


COMPONENT PARTS OF DOUBLE ACTION 


.38 AND .A41 CAL. 
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In ordering, give the number of the part. 
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_ PARIS OF METALLIC CARTRIDGE 


PISTOLS. 


2 = « UI. g z 
_Тррле Ac’tn.| Мем Line. Line, ү, {с $ 33: ПЕТ ЕЕ Е 
5. [52] 2 |1 КЕЧЕДЕ НЕН 22 ва Е 
parts or ARMS. | $i 18| 3 18 18 ЗЕ 166 £9 ЧЕЧЕН 
silenl) a |за 25 (Shs) E85) BS [4983.8 82 | ИЕЫ ЫЗ 
5 °ч a 16| 9ч 1 8 = РА £z re | «га ся зд 
Lock Frame, 5 7 00 | 6 0 | 2 10 | 360 | 3 80 | 6 00 | 4 56 4 56 81 |108 | 135 | 2 75 | 2 50 | 2 00 
“ бар, . А 50 18 18 20 24 24 | 15 
© в Ове. 100; 75 50/100) 60| 60 75| 60| 50 
“ “ Ring, 190 |113 92 
Barrel, . $ А 3 00 |150 12 12 78 | 3 00 94 94 70 | 108 | 105 | 400 | 3 75 | 2 75 
* Sigh : 5 25 25 08 08 08 25 10 10 08 08 08 25 05 05 
Cylinder, е . | 3 00 | 2 25 78 | 101 | 130 | 3 00 | 1 56 | 1 56 50 | 284 2 50 | 2 50 
Ratchet, . . | 100 
‘* Бћое, » я 
Firing Pin ^ ~ 10 10 10| 10 
Centre ©“ | | I| 42! 50| 22] 25| 30| 42| 36 36 15| 12! 12| 10 
*"  * Bushing, . 40 40 ! 
z ** Catch, . , 05 05 07 07 07 08 08 | 
> “ *" Screw, 05 05 03 03 03 04 04 
м * Spring, 02 02 02 02 02 03 03 
Hammer, А 1 25 |110 40 40 48 85 58 58 26 a = 85 85 50 
“ Ва 
Main spag”, 50 40 13 13 16 35 20 20 06 16 12 35 35 20 
Trigger, . 8 50 50 25 25 28 22 33 33 19 22 22 22 09 
* Spring, 40 25 
и s 10 04 04 04 08 05 | 05 01 03 03 06 06 06 
ee and Bolt Spring, . 20 
Trigger Guard, Р є . | 150 | 1 50 1 65 1 65 | 1 65 39 
Back Strap, . Б И 125 125 1 25 | 1 25 27 
Cylinder Bolt, = е 30 21 21 21 28 25 25 18 28 28 10 
“ " Spring, . 04 04 | 04 08 05 05 04 
Напа, . 25 20 13 13 15 24 18 18 08 24 24 | 18 
* Бр. (or Strut. "Бр ) 10 10 02 02 02 03 03 03 02 03 02 02 
Key, 2. 15| 11| 11| 08 
Ejector Tube, ` 5 . | 150 | 1 25 1 50 1 25 2 00 | 150 | 1 25 
Rod, . . 5 27 20 27 20 06 27 27 20 
*  Head,. Š ч 50 30 50 30 50 30 30 
“ Spring, 12 10 12 10 02 12 12 10 
Gate “ 20 02 05 02 06 06 06 06 05 
** Catch, 02 02 
Stock, . 1 80 | 1 59 54 54 70 | 1 38 85 85 25 30 25 | 138 | 1 38 40 
66 Screw, 05 05 05 3 00 
Screws, рег 100, . . |3 00 | 3 00 | з 00 | 3 00 | 3 00 | 300 | 3 00 | 3 00 |300 | 300 | 300 | 300 | 3 00 
Escutcheons, рег "m 5 05 05 03 03 03 05 03 03 05 05 05 
Ејесіог,. '. à 11| 03 
à Bolt, . š x 05 " 
ich and spring, . . 
Barrel Stop, . а 02 01 
Wiper and Screw Driver, 12 06 06 06 07 07 05 05 05 12 
Serew Driver, . ^ 20 20 20 20 13 
Saddle, . Я . 1 00 | 
Sear, " ; . 2 50 30 
Orling, for Tr & Mn. Sp., 2 25 
inder Check Spring, . 5 
Swivel, . % „ужы " 05 
“ Stud, . А 10 
Рїпв, рег 100,. А 4 00 |100 | 
Recoil Plate, . é 05 05 05 05 05 05 06 06 
Strut, . š 25 25 | 
Roll, $ 05 | 
Bullet Mold, 1 00 | 1 50 1 00 1 00 | 1 50 | 1 50 
Reloader, 4 00 | 2 25 4 00 4 00 | 2 25 | 2 25 
Recapper, . 1 50 150 150 
Сар Punch, . 25 | 25| 95 


DIRECTIONS FOR TAKING APART 


Зв апа .41 Calibre 


DOUBLE ACTION REVOLVERS. 


Remove the base pin and cylinder. 


юн 


If a rubber stock, withdraw the stock screw and remove 


the stock. If а wood stock, withdraw the three back 
strap screws, which allows the stock to be taken off 


with the strap. 
Remove the Main Spring. 
The Guard. 
The Sear. 
ns Hammer. 
he Trigger Spring. 
The Trigger. 
The Bolt. 


PO PAM ne б 


о ASSEMBLE THE REVOLVER :—The parts are put together 


(after oiling with sperm oil) by reversing the above 


order. 


о воле птер 


DIRECTIONS FOR TAKING APART 
Army and Frontier 


DOUBLE ACTION REVOLVERS. 


Remove the base pin and cylinder. 

Remove the stock. 

The main spring (first loosening the set screw.) 

The trigger guard and sear spring. 

The tambles cap by turning the hammer screw to the 
right (it being a left hand screw.) 

The hammer and stirrup. 

Drive out the trigger and sear pins from the right to 
left, using the punch furnished with the pistol. 

Remove the hand through the cap hole and also the 
saddle and strut after unlocking the trigger spring. 

Remove the gate spring and gate. 


‘To remove the hammer screw, turn towards the right. 
То ASSEMBLE TEE REYOLYVER:—The parts are put together 


or oiling with sperm oil) by reversing the above 
order. 
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CARTRIDGES USED IN COLT'S PATENT FIRE ARMS MANUFACTURING CO'S ARMS. 


These Cartridges are manufactured especially for our Arms by the Union Metallic Cartridge Company, of Bridgeport, Conn. , and bear a fac-simile of our signature on each boz. 
We guarantee that the best obtainable results are only to be had by using our Arms with this ammunition. 


Price per 1,000, $5.00. Powder, 4 grains. 
Case contains 10,000. Lead, 30 grains. 


Adapted to the Lightning Magazine Rifles, .22 Calibre. 
Old and New Line Revolvers, .22 Calibre. 
Powder, 5 grains. 


Price per 1,000, $6.00. 
Case contains 10,000. Lead, 30 grains. 
Adapted to the Lightning Magazine Rifles. .22 Calibre. 
Old and New Line Revolvers, .22 Calibre. 


Price per 1,000, $9.00. Powder, 6 grains. 
Case contains 5,000. Lead, 55 grains. 


Adapted to New Line Revolvers, .30 Calibre. 


Price per 1,000, - 
Powder, 9 ins. 
s. BENE S vr 
Case contains 5,000. Lead, 55 grains. 


Adapted to New Line Revolvers, .30 Calibre. 


Price per 1,000, 
$15.00. 
Case contains 3,000. 
Adapted to New Line Revolvers, .41 Calibre. 
Colt’s und National Deringer. 


Powder, 18 grains. 
Lead, 163 grains. 


Р , 
кыы pM Powder, 16 grains. 
Case contains 8,000. Lead, 196 grains. 


Adapted to New Line Revolvers, .41 Calibre. 


Price per m i 
UU, à 3 № S 

Case contains 5,000. А. НЕБИ № 

Primed Shells, рег Bullets, per 1,000, 
00. 


1,000, 83.00. 
Adapted to New Line Revolvers, .32 Calibre, using Central 
Fire Cartridges. 


Powder, 9 grains. 
Bullet, 80 grains. 


>, a 
Price per 1,000, 31.32 CAL. COLTS Powder; 20. 
~ DM New LIGHTNING ue 
Case contal V Bullet, 100 
886 contains WMV INT RIFLE et, 
2, grains 


Primed Shells, per 1,000, 89.00. Bullets, per 1,000, 84.00. 
Adapted to the Lightniug Magazine Rifles, .32 Calibre. 
Frontier Revolvers, .32 Calibre. 


Powder, 15 grains. 
Bullet, 125 grains. 
Bullets, per 1,000, 

$4.00 


4,000. 
Primed Shells, per 1,000, $7.00. 
Adapted to New House, New Police, and Double Action 
Revolvers, .38 Calibre. 


Price per 1,000, 
$13.50. 
Case contains 


‚|. 236 у 
£ F SHORT COLTS 


Price per 1,000, à Powder, 18 
$14.50. MY мену | > grains. 

Case contains KY -38 LONG COLTS = Bullet, 150 
2,000. 8 — grains. 


Primed Shells, per 1,000, 87.50. Bullets, per 1,000, $4.50. 
Adapted to New House, New Police, and Double Action 
Revolvers, .38 Calibre. 


Price per f — Powder, 40 
1,000, $19.00. e 38 СА GOMWLS grains. 
3 ЛЕ NEW LIGHTNING 

Case contains M^ MAGAZINE RIFLE Bullet, 180 

2,000. € grains. 


Primed Shells, рег 1,000, 810.00. Bullets, per 1,000, $5.00. 
Adapted to the Li htning Magazine Rifles, .38 Calibre. 
Frontier Revolvers, .38 Calibre. 


- Powder, 16 grains. 
|| ТБ ДАЙ. 3 Bullet, 100 grains. 
\ COLTSDA 


Primed Shells, per Bullets, per 1,000, 
1,000, $7.50. 84,00. 
Adapted to Army, New House, and Double Action 
Revolvers, .41 Calibre. * 


Price per 1,000, 
$15. 


Case contains 2,000. 


Price per 1.000, Powder, 22 
$17.50. | grains. 
Case contains al 4| LONG \ ЕР" Bullet, 19 
2,000. COLTS,DA grains, 
Primed Shells, . Bullets, рег 
рег 1.000, 88.00. 1,000, 86.00. 


Adapted to Army, New House, and Double Action 
Revolvers, .41 Calibre. 


EU per \ Powder, 40 
PECAN 4a CAL. COLTS ains. 
сазе сор NEW LIGHTNINGE -— е 


2,000. MI 

Primed Shells, VORMA IAN 

рег 1,000, 810. ,000, $6.00. 
Adapted to the New Lightning Magazine Rifles, .44 Calibre. 


Frontier Revolvers, Single and Double Action, .44 Calibre. 


-— 


Bullets, per 


38-56 COLTS 


| NEW LIGHTNING MAGAZIN 


Price per 1,000, 833.00. 
Powder, 56 grains. Bullet, 256 grains. 
Primed Shells, per 1.000, $18.00. Bullets, per 1,000, $9.50. 
Adapted to the Lightning Magazine Rifles, .38-.56 Calibre. 
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Case contains 1,000. 


Price per 1,000, $33.00. Case contains 1,000. 
Powder, 60 grains. Bullet, 260 grains. 
Primed Shells, per 1,000, $18.00. Bullets, per 1,000, $9.00. 


Adapted to the Lightning Magazine Rifles, .40-.60 Calibre. 


Price per ‚ \ ` Powder, 40 
1,000, $22.00. ВА i _ We E grains. 

базе contains | 45 COLTS | Bullet, 250 
2,000. grains. 


Primed Shells, per 1,000, $10.50. Bullets, per 1,000, $7.00. 
Adapted to Army Double and Single Action Revolvers, 
45 Calibre. 


| “45+ 60cott’s ~ We 
NEW LIGHTNING MAGAZINE 


Price per 1,000, $33.00. 
Powder, 60 grains. Bullet, 300 grains. 
Primed Shells, per 1,000, $20.00. Bullets, per 1,000, $9.00. 
Adapted to the Lightning Magazine Rifles, .45-.60 Calibre. 


: \ 45265 СОБУ Мк. 
да NEW LIGHTNING MAGAZINE 


Case containa 1,000. 


Price per 1,000, $37.00. 
Powder, 85 graina. Bullet, 285 grains. 
Primed Shells, per 1,000, $22.00. Bullets, рег 1,000. $9.50. 
Adapted to the Lightning Magazine Rifles, .45-.85 Calibre. 


Case contains 1,000. 


450-95 CouTs 


$ | NEW LIGHTNING MAGAZINE 
M EXPRESS 


Price per 1,000, $40.00. Case contains 1,000. 
Powder, 95 grains. Bullet, 300 grains. 
Primed Shells, рег 1,000, $23.00. Bullets (hollow). per 1,000, 
$11.00. Bullets (solid), per 1,000, $9.00. 
Adapted to the New Lightning Magazine Express Rifics. 


сум ~ COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN., Ц. S. A. 


NEW LIGHTNING MAGAZINE RIFLE. 


38-56, 40-60, 45-60, 45-85, and 50-95 Express Calibres. 


46-60 Ссошт5“ Y 
NEW LIGHTNING MAGAZINE 


= NEW LIGHTNING ATA E 
"NEW LIGHTNING MAGAZINE / EXPRESS / 


OCTAGON. ROUND. CARBINE. BABY CARBINE. 
Length of Barrel, * E 5 > 28 inches, 28 inches. 22 inches. 22 inches. 
Number of Shots, " " Р А 10. 10. 8. 8. 
Weight, г s T а . 10 Ibs. 934 Ibs. 9 Ibs. 8 Ibs. 
Price, . . . $20.50. $19.00. $19.00. $19.00. 


The .50-.95 ee Rifle will only be made with a 26 inch Barrel. Prices: Octagon Barrel, $24.00; Round Barrel, $22.50. 
This Model is made in the following Calibres: 


.38 inch Calibre, • ; 56 grains роо Г $ 256 grains bullet (see Note). 45 inch Calibre, Я а 60 grains powder, А 2 300 grains bullet. 
40“ “ = o. 60 9 "E = “ ө ч c a & €" u 0. W5 € “ 


В i > i ы i 50 t а 5 с 95 “ st $ š 300 “ $ 

Carbines will И desired be furnished with Swivels for Strap. 

This Rifle possesses peculiar advantages in weight and calibre for sporting purposes, particularly for large game. The materials are the best, and the workmanship of the highest order. 

The Cuts and description of this Rifle show that the breech-action is simpler and more perfect than any їп the market, making the Rifle absolutely safe against accidental explosion, by a 
positive automatic lock ; and the left-handed method of handling ensures the easiest manipulation of the gun. 

CARE SHOULD BE TAKEN in the selection of cartridges, that the 40-60-260 cartridges should be obtained, for although the Rijle will take the cartridge with a bullet weighing 210 grains, the shell 
will be distorted, as the Rifle is CHAMBERED for that in which the bullet weighs 260 grains, which will give the best results. 

Attention is called to the fact that by holding the trigger back, and using the reciprocating motion with the left hand, the Rifle can be fired with great rapidity and without further use of 
the trigger. 

s addition to the above styles, we are now making in this model an Express Rifle to use the .50 inch calibre cartridge, containing 95 grains of powder and 300 grains hollow express bullet. 
A solid bullet can be used if desired, but to obtain the flattest possible trajectory only the regular hollow express bullet should be used. ‘This arm is especially adapted to those sportsmen who 
hunt large game, and as an Express Rifle is unexcelled. 

We guarantee all of our Rifles and their accuracy, which is unsurpassed, only with the U. M. C. make of cartridge, made expressly for our Rifles and bearing fac simile of our signature on 
each box. 

Nore.—This will be ready about April first. 14 


NEW LIGHTNING MAGAZINE RIFLE. 


38-56, 40-60, 45-60, 45-85, and 50-95 Express Calibres. 


DIRECTIONS FOR USING. 


TO LOAD AND FIRE. 


When the hainmer ls at full or half- 
cock, the action is released by lower- 
ing the hammer. Bring the piece to 
the shoulder in the usual way. 

Grasp the handle or slide A with 
the left hand and draw it to the rear. 
The first part of this rear movement 
raises the locking-brace B from the 
abutment C, acts upon the firing-pin- 
lever D, withdraws the firing-pin, E 


А. 
е 


у ARG EE 
е 


SS A 
SS 


To TAKE APART THE RIFLE.— 
Take out the tang screw. Draw 
off the butt stock. Take out the 
magazine screw at the front end 
and remove the magazine. Take 
out the two side screws, cock the 
piece, draw the slide about half 
way to the генг and withdraw the 
trigger plate. Slide the bolt clear 
back, insert a punch in the small 
hole on the left hand side, and push 
out the locking-brace pin, and slide 
out the bolt. The other parts can 
be removed without special in- 
structions. 


To ASSEMBLE THE RIFLE.—Re- 
place the parts in the reverse order 


and releases the magazine gate К, «causing it to hold back the cartridge 
in the magazine, and as the bolt G moves to the rear, ejects the cartridge 
shell, cocks the hammer H, and raises the carrier 7, во that when the move- 
ment is finished the cartridge is in proper position to enter the chamber, as 
shown in the upper drawing. Then push the slide A forward. This move- 
ment carries the bolt G forward, drives the cartridge Into the chamber, 
throws down the carrier J into position to receive, and withdraws the mag 
azine gate F to release, another cartridge, throws the brace B against the from thnt given for taking the 
abutment C, and the rifle is then ready for flring. à rifle apart. 

After the plece has been fired, or when the breech is closed, the handle and slide may be locked by half-cocking the hammer. This action causes a projection on the magazine gate lever, 
(shown just behind the front letter F in the cut,) to engage a corresponding reoess in the under side of the slide, thus locking it, and preventing it and the breech-bolt from moving. As may be 
seen from the lower drawing, the handle and slide can only be released by bringing the hammer to the down position. In this position of the hammer the front end of. the lever F is down, and 
clear of the slide. То the other positions of the hammer, viz.: full and half-cock, the slide handle and breech-bolt are positively locked. 

A feature peculiar to this rifle is, the breech-bolt is brought clear forward and the extractor is hooked over the cartridge In the barrel before the magazine gate will allow another cartridge 
to be fed to the carrier, and the magazine gate 18 positively locked, only dllowing one cartridge at a time to pass from the magazine, thus preventing blocking of the breech action and the escape 
of cartridges under the carrier. "ће firing-pin is held back positively until the cartridge has entered the chamber, when the bolt is locked so that premature explosion is impossible. The ham- 
mer is automatically locked and unlocked by the hook near the end F, of the magazine lever. The front end of the lever F, Е being up, closes the magazine and locks the slide handle. 
By this arrangement the rifle may be loaded and discharged by the reciprocating motion of the slide, keeping the trigger constantly pressed back during the motion, by the trigger finger. 
The magazine can only be charged when the slide is drawn to the rear. 
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COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN., U. S. A. 


COMPONENT PARTS OF THE LIGHTNING MAGAZINE RIFLE. 


38-56, 40-60, 45-60, 45-85, and 50-95 Express Calibre. 


[ЇЙ ШҮҮ 


in ordering parts, give the number and calibre of the Rifle. 
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NAMES AND PRICES OF 


COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN., Ц. S. A. 


COMPONENT PARTS OF THE LIGHTNING MAGAZINE RIFLES. 


BOLT, . 
LOCKING BRACE, 
HAMMER COMPLETE. . 
TRIGGER, . 

MAGAZINE STOP, 
MAIN SPRING, 
TRIGGER SPRING, . 


MAGAZINE STOP SPRING. . 


LOADING TRAP SPRING. 
CARRIER, . 

FIRING PIN, 
LOADING TRAP, 
TOP COVER, 
MAGAZINE STUD, . 
LEFT EJECTOR, 
RIGHT EJECTOR, 
EXTRACTOR, . 
FIRING PIN LEVER, 
TANG SCREW, 
CARRIER SCREW. 


38-56, 40-60, 45-85, 50-95 Express Calibres. 


In ordering parts, give the number and calibre of the Rifle. 


81. 


ESSERE 


37. 


SBRERSRERES 


SIDE SCREW, 
MAIN SPRING SCREW, 
TRIGGER SPRING SCREW. 

TOP COVER SCREW, 

CARBINE TUBE SCREW, 

STOP SPRING SCREW, . , 
LOADING TRAP SPRING SCREW, 
HANDLE SCREW, . 
LOADING TRAP STOP SCREW, 
RIFLE TUBE SCREW, 

CARBINE BAND SCREW, 
EJECTOR SCREW, 

FIRING PIN LEVER PIN, 
EXTRACTOR PIN, 

LOCKING BRACE PIN, . 
TRIGGER AND STOP PIN, 
HAMMER PIN, 

RECEIVER, 

HAMMER, 

HAMMER ROLL, 
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HAMMER ROLL PIN, 
HAMMER SAFETY PIN, 
SLIDE, 

BARREL, (CARBINE) 
BARREL, (ROUND,) 
BARREL, (OCTAGON OR HALF,) 
MAGAZINE TUBE, . 
MAGAZINE TUBE PLUG, 
FRONT SIGHT, 

REAR SIGHT, . 
MAGAZINE SPRING, 
FOLLOWER, 

BUTT PLATE, 

TRIGGER PLATE, 

BUTT STOCK, . 

HANDLE, 


BUTT PLATE SCREW,. . . 


CARBINE SIGHT, 
CARBINE BAND, " 
SLING RING AND STAPLE, 


COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN,, Ц. S. A. 


NEW LIGHTNING MAGAZINE RIFLES. 


32, 38, and 44 Calibre. Central Fire. 


CARBINE. 


Nea CAL. COLTS - 
AP NEW LIGHTNING Г 
ЛУ, MAGAZINE RIFLE 


Length of Barrel, 20 inches. | 


Number of Shots, 12. E 
Weight, 614 Ibs. 
“Price, 816.50. 


SPORTING RIFLE, ROUND BARREL. 


: иза СА. СОЕ 
Length of Barrel, . . . . . 296 inches. AD NEW LIGHTNING 
Number of Shots, . . . . . 15. 44 MAGAZINE RIFLE 
Weight, о. Ge s vc í 

Price, . А а з 7 к : Я 816.50. 


SPORTING RIFLE, OCTAGON BARREL. 


асс. согт5 
(MINEW LIGHTNING ЈЕ 
6) MAGAZINE RIFLE А 


Length of Barrel, 26 inches. 


_ 


Number of Shots, à А а . ` 15. 
Weight, . . . А . . . 714 lbs. 


Price, . . . . . 4 e 818.00. 


This Rifle possesses advantages over all others now in the market, from the adopticn of the left-handed method of handling, which enables the breech-action to be much simplified and 
lightened, without detracting from its strength. The materials used in its construction are the best of their kind, and the workmanship is of the same high standard as that of the other arms 
manufactured by this Company. 

Attention is called to the positive action of the magazine gate, which, after one cartridge is fed to the carrier, is positively locked. во as to prevent blocking the breech action, or the escape 
of a cartridge from the magazine under the carrier. 

The cartridge used in the .44 calibre Rifle and Carbine is the same as that of our ** Frontier” .44 calibre Army Pistol; it contains 40 grains of powder, and the bullet weighs 200 grains. 
The cartridge used in the .38 calibre Rifle contains 40 grains of powder, and the bullet weighs 180 grains. The cartridge used in the .32 calibre Rifle contains 20 grains of powder, and the bullet 
weighs 100 grains. АП kinds can be obtained from all arms dealers in the United States and Mexico. 

'The performance of the Rifle is guaranteed only when ammunition made by the U. М. C. Со. especially for our rifles, and bearing the fac-simile of our signature on the box. 

The liet above gives the details of*the varions rifles produced, and the prices. Attention is called to the fact that by holding the trigger back, and using the reciprocating motion with the 
left hand, the rifle can be fired with great rapidity and without further use of the trigger. Use cartridges bearing fac-simile of our signature on each box, U. M. С. make. 
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COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN,, Ц. S. A. 


LIGHTNING MAGAZINE RIFLES. 


.32, .38, and .44 Calibre. Central Fire. 


22Р а 
№ 


This Cut shows the Rifle and its parts in position ready 
for firing. 


DIRECTIONS FOR USING. 


TO LOAD AND FIRE. 


When the hammer is at full or half-cock, the action is released by lowering the hammer. Bring the piece to the E 
shoulder in the usual way; grasp the handle or slide A, with the left hand and draw it to the rear. The first part of ANN 
this rear movement raises the locking-brace B from the abutmeut C, acts upon the firing-pin-lever D, withdraws the RS 
firing-pin, and releases the magazine gate F, causing it to hold back the cartridge in the magazine, and as the bolt G moves to the rear, ejects the cartridge shell, cocks the hammer Н, and raises 
the carrier 7, so that when the movement is finished, the cartridge is in proper position to enter the chamber. 

Then push the slide A forward. This movement carries the bolt G forward, drives the cartridge into the chamber, throws.down the carrier Z into position to receive, and withdraws the 
magazine gate F to release another cartridge, throws the brace B against the abutment C, and the Rifle is then ready for firing. 

After the piece has been fired, or when the breech is closed, the handle and slide may be locked by half-cocking the hammer. This action causes a projection on the magazine gate lever, 
(shown just behind the letter F in the Cut,) to engage a corresponding recess in the under side of the slide, thus locking it, and preventing it and the breech-bolt from moving. As may be seen 
from the drawing, the handle and slide can only be released by bringing the hammer to the down position. In the other positions of the hammer, viz: full and half-cock, the slide, handle, and 
breech-bolt are positively locked. 

A feature peculiar to this Rifle is, the breech-bolt is brought clear forward and the extractor is hooked over the cartridge in the barrel before the magazine gate will allow another cartridge 
to be fed to the carrier, and the magazine gate is positively locked, only allowing one cartridge at a time to pass from the magazine, thus preventing blocking of the breech action, and the escape 
of cartridges under the carrier. 

The firing-pin is held back positively until the cartridge has entered the chamber, when the bolt is locked so that premature explosion is impossible. 

The hammer is automatically locked and unlocked by the hook near the end of the magazine lever Е”. By this arrangement the rifle may be loaded and diseharged by the reciprocating 
motion of the slide, keeping the trigger constantly pressed back during the motion, by the trigger finger. 

'The magazine can only be charged when the slide is drawu to the rear. 


To TAKE APART THE RIFLE.—Take out the tang screw. Draw off the butt stock. Take out the magazine screw at the front end and remove the magazine. ‘Take out the two side screws, 
cock the piece, draw the slide about half way to the rear and withdraw the trigger plate. Slide the bolt clear back, insert a punch in the small hole on the left hand side, and push out the 
locking-brace pin, and slide out the bolt. The other parts can be removed without special directions. 


То ASSEMBLE THE RIFLE.—Heplace the parts in the reverse order from that given for taking the rifle apart. 
We guarantee results only from cartridges bearing fac-simile of our signature on each box, U. M. C. make. 
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COLT'S PATENT ЕВЕ ARMS MANUFACTURING COMPANY, HARTFORD, CONN, U. S. A. 


COMPONENT PARTS OF THE LIGHTNING MAGAZINE RIFLES. 


.32, .38, and .44 Inch Calibre. 


In ordering parts, give the number and calibre of the Rifle. 
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COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN,, Ц. S. A. 


Names and Prices of Si dae Parts of the Lightning Magazine Rifle. 


BOLT,. . 
LOCKING BRACE, . 
HAMMER, COMPLETE, 
TRIGGER,. . . 
MAGAZINE STOP, 
MAIN SPRING, 
TRIGGER SPRING, . 


MAGAZINE STOP SPRING, . 


LOADING TRAP, 
CARRIER, . 

FIRING PIN, . 
LOADING TRAP, 

TOP COVER, . . 
MAGAZINE STUD. . 
LEFT EJECTOR, 

RIGHT EJECTOR, 
EXTRACTOR, . . 
FIRING PIN LEVER, 
TANG SCREW, 

MAIN SPRING SCREW, 
SIDE SCREW, . . 
TRIGGER SPRING SCREW, 


$1.68 


32 38 and .44 Inch Calibres. 


PATENT SET TRIGGER. 


TOP COVER SCREW, 
CARRIER SCREW, . . 
CARBINE TUBE SCREW, 

STOP SPRING SCREW, . . 
LOADING TRAP SPRING SCREW, 
LOADING TRAP STOP SCREW, 
HANDLE SCREW, Е 
EJECTOR SCREW, . 

RIFLE TUBE SCREW, . 
CARBINE BAND SCREW, 
FIRING PIN LEVER PIN, 
EXTRACTOR PIN, 

TRIGGER AND STOP PIN, 
LOCKING BRACE PIN, . 
HAMMER PIN, 

RECEIVER, 

HAMMER,. . 

HAMMER ROLL, 

HAMMER ROLL PIN, . 
HAMMER SAFETY PIN, 

SLIDE, S d 4 
BARREL, CARBINE, 
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BARREL RIFLE, ROUND, 
BARREL RIFLE, OCTAGON, . 
BARREL RIFLE, HALF OCT мн, 
MAGAZINE TUBE, А 
MAGAZINE PLUG, 

MAGAZINE SPRING, 
FOLLOWER, 

BUTT PLATE, . 

TRIGGER PLATE, 

BUTT STOCK, 

HANDLE, а 

BUTT PLATE SCREW, 

CARBINE BAND, . . 

SLING RING AND STAPLE, . 
SET TRIGGER AND HAMMER, COMPLETE, 
SET LOCK HAMMER, 

SET LOCK HAMMER FLY, 

SET LOCK SEAR, . 

SET LOCK TRIGGER, . " 
SET LOCK SPRING, COMPLETE, 
БЕТ LOCK SPRING SCREW, 

SET LOCK ADJUSTING SCREW, 


COLTS PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN,, Ц. S. A. 


NEW LIGHTNING MAGAZINE RIFLE. 


.22 Inch Calibre. 


.22 Short Rim Fire. .22 Long Rim Fire. 


OCTAGON. ROUND. 
Length of Barrel, . è . . . . 24 inches. 21 inches. 
А (15 long, 15 long, 
Number of Shots, 116 short. 16 БӨГҮ. 
Weight, . . . z 5 = : e 534 lbs. 6 lbs. 
Price, . У А : . : s = = $20.50. 819.00. 


This Rifle possesses peculiar advantages in weight and calibre for small game and target practice. The materials are the best and the workmanship of the highest order. 

The cuts and description of this rifle show that the breech-action is simpler and more perfect than any other in the market, making the rifle absolutely safe against accidental explosion; 
and the left-handed method of handling ensures the easiest manipulation of the gun. 

CARE SHOULD BE TAKEN in the selection of cartridges. The rifle will take all long or all short .22 calibre cartridges, or a part long and a part short. 

The handle and slide are locked in their forward position except when the hammer is down. Do not use ball breech caps. 


To CHARGE THE MAGAZINE.—The bolt being forward, and the hammer down or at half-cock, press the left side of the magazine block with the thumb of the left hand, throwing it to the 
right, exposing the mouth of the magazine. "Then hold the rifle as shown in the above cut, place the cartridges in the magazine tube, pressing each cartridge forward until its head is forward 
of and rests against the loading spring just in the rear of the magazine block. When a suflicient number of cartridges have been introduced, press the magazine block back to its place. 


Use cartridges bearing fac-simile of our signature on each box, U. M. C. make. Brass wiping-rods are furnished' with all .22 calibre ritles. 
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COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, СОММ., U. $. A. 


NEW LIGHTNING MAGAZINE RIFLE. 


.22 Inch Calibre. 


This Rifle differs from the LIGHTNING RIFLES of larger calibres in several important features, which make it particularly convenient for the use of long or short .22 calibre cartridges 
promiscuously in the magazine. 

The carrier 7 slides vertically as shown in the sectional eut, and is slightly raised by a cam on the slide A, when the handle and breech-bolt G are drawn to the rear in opening the breech. 
By this means the column of cartridges in the magazine is held in the magazine after a cartridge has entered the carrier chamber, abd no magazine gate is required. 

Another feature peculiar to this rifle is the downward projection from the forward end of the breech-bolt G, shown in the unshaded portion of the bolt below the letter G. The effect of 
this device is, that when the breech-bolt is drawn back from its forward position, the rearmost cartridge follows the bolt, resting against this projection, and only moving as the bolt moves. 
The jump of the cartridge through its entire length is thus prevented, and the danger of premature explosion which exists in other magazine guns using rim fire cartridges, due to the shock 
from this jump, is entirely avoided. The spring Ё also serves to lock the slide A in its forward position when the magazine block e has been pushed out to the right for loading the magazine, 
and when the block has been returned to its place, the slide is unlocked. 

The action of the various parts of this rifle is the same as that of the similar parts in the other Lightning Magazine Arms. The act of moving the handle A to the rear, lifts the brace B, 
slightly raises the carrier to close the magazine, unlocks and moves to the rear the breech bolt 6, cocks the hammer Н, ejects the empty shell, raises the carrier lever Z, and the carrier 1, pre- 
senting a loaded cartridge in rear of and in line with the chamber. The forward motion of the handle A pushes the bolt @ forward, moves the cartridge into the chamber, locks the breech-bolt 
by the brace B, lowers the carrier and opens the magazine for the passage of another cartridge into the carrier. The rifle is then ready for firing. 

The automatic locking and unlocking of the hammer and the handle is new in this model, and is so important that it has been applied to the other Lightning models, viz.: .44, .38, ani 32. 


The processes for assembling and taking apart the .22 calibre model are the same as those of the other models, except that in assembling the .22 calibre rifle, the front ends of the cartier 
lever L, must be made to enter their seats in the carrier J. 


We guarantee results only from using cartridges bearing fac-simile of our signature on each box, U. M. C. make. 
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COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN., Ц. S. A. 


COMPONENT PARTS OF THE LIGHTNING MAGAZINE RIFLES. 


.22 Inch Calibre. 


In ordering parts, give the number on the Rifles, 


- ы 
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BOLT,. 
FOLI.OWER, 

TOP COVER, 
CARRIER, . 
LOCKING BRACE, . 
AUTOMATIC STOP, 
CARRIER LEVER, . 
HAMMER, COMPLETE, . 
TRIGGER, . 

FIRING PIN, 

MAIN SPRING, 
TRIGGER SPRING, . 


LOADING BLOCK SPRING, . 


STOP SPRING, . 
LOADING SPRING. 
EXTRACTOR, 
MAGAZINE STUD, . 
TANG SCREW, 


£3.25 


NAMES AND PRICES OF 
COMPONENT PARTS OF THE LIGHTNING MAGAZINE RIFLE. 


.22 Inch Calibre. 


In ordering parts, give the number on the Rifle. 


HANDLE SCREW, 
SIDE SCREW, . 


TRIGGER SPRING SCREW, . 
LOADING SPRING SCREW, . 


STOP SPRING SCREW, . 
MAIN SPRING SCREW, . 
TOP COVER SCREW, 


MAGAZINE STUD SCREW, . 


EJECTOR SCREW, . 
HAMMER PIN, 
TRIGGER PIN, 
AUTOMATIC STOP PIN, 
CARRIER LEVER PIN, . 
BRACE PIN, 
EXTRACTOR PIN. . 
BAND PIN, 

RECEIVER, 

HAMMER, . 


.05 
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COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN,, Ц. S. A. 


HAMMER ROLL, 
HAMMER ROLL PIN, 
HAMMER SAFETY PIN, 
SLIDE, и 
BARREL, ROUND, . 
BARREL, OCTAGON. 


BARREL, HALF OCTAGON, . 


MAGAZINE TUBE, . 
MAGAZINE TUBE PLUG, 
MAGAZINE BAND, 
MAGAZINE SPRING, 
LOADING BLOCK, . 
BUTT PLATE, (RUBBER,) 
BUTT PLATE SCREW, . 
BUT? STOCK, . 
HANDLE, . 

TRIGGER PLATE, . 


COLTS PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN., Ц. S. А. 


Sporting Rear Sight for 44 Calibre Rifles. 
Price, $0.80. 


Sporting Rear Sight for .22 Calibre Rifles. 
Price, $0.80. 


Front Sight for .40-.60 Calibre 
Rifles. 


As a Globe. 


Price, $0.50. 


Front Sight for .44 Calibre 


As Open. 


Beach Combination Sight Rifles. 

each Combina Sight. " 

: й е BURN RE | и Price, 80.50. 

Рисе, 81.25. Price, $1.00. Graduated Peep Sight for .44 and .40-.60 Peep Sight for .22 
Calibre Rifles. | Calibre Rifles. 
Price, $3.00. Price, $3.00. 

Rear Sight for .22 Calibre Rifles. Sporting Rear Sight for .40-.60 Calibre Rifles. Front Sight for .22 Calibre Rifles. 
Price, $0.50. Price, $0.80. Price, 80.50. 
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Fotding Peep Sight Open. For .22 
Calibre Pifles. 


Price, £3.00, 


^ 
{ 
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Section of Ivory Sight in Gun. 


Reamer, 


Ivory Bead Front Sight as 
it appears on the Rifle. 
Price, $1.00. 


As Ivory Sight appears on Barrels of Double 
Breech Shot Guns. 


Folding Peep sight Open. For 
40-.60 Calibre Rifles. 
Price, $9.00. 


Enlarged Cuts of Ivory Shot Gun 
Sights. 
Price, $0.50. 
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Plain Туогу Front Sight 
as it appears on the Rifle. 


Price, 80.50. 


Blank Piece to Replace 
the Rear Sight when it is 
desirable to remove it. 


Price, 80.25. 


Folding Peep Sight folded down. For 440.-б\ 


Calibre Rifles, 
Price, 88.00, 


COLTS PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN,, Ц. S. А. 


EXTRAS FOR LIGHTNING MAGAZINE RIFLES. 


For all deviations from our standard patterns there will be an extra charge. 

Each additional inch of barrel and magazine over the regular lengths as herein quoted, $1.00. 
Barrels on Lightning Rifles, .22 calibre, cannot be furnished longer than 28 inches. 

Barrels on Lightning Rifles, .50-95 Express, cannot be furnished longer than 26 inches. 

Barrels on other styles of Lightning Magazine Rifles cannot be furnished longer than 36 inches. 
Stock of special shape, making a change from our standard of length or drop, $7.50. 


Engraving, $5.00 to $100.00, varying in proportion to the amount of work ordered. 


Full Nickel Plating, . . . : j . . А А 3 , . $4.00 
Nickel Plating Trimmings, 2.50 
Silver Plating Trimmings, 4.00 
Gold Plating Trimmings, 8.00 
Set Triggers оп .32—38 and .44 inch тет Rifles, 3.00 
Fancy Stock, 5.00 
Fancy Stock, Checkered, ‘ с 10.00 
Fancy Stock, Checkered, Pistol Grip, К А ; 3 . 5 : . . 15.00 
Rubber Butt Plates, (except on .22 calibre Lightning Rifles,) 2.00 
Swiss Butt Plates, Aon 
Check Piece on Fancy ТЫРЫ 4.00 
Leaving off Rear Sight Slot or changing position of Rear Sight, | 2.00 
Case Hardening, 1.00 
Extra Finished Stocks or Case Hardened Rifles is 2.00 

1.50 


Swivels for Sling Straps, 


| Е па 
This Gun, brought out in 1883, and of which the Cut gives an accurate representation, is made of the best materials and workmanship, and is in all respects equal to the most costly а 


м у „Ж rts 
best English sporting guns. Every effort has been used in its construction to ensure close and powerful shooting, and the targets are the best possible in pattern and penetration. The pa 
are simple, strong, and few in number. 


The locks can be oiled by taking out the screw of the lock cover plate, and removing the plate, and using a piece of wood or other suitable instrument. 


i ед, 
The safety device is positive, not actuated by springs, and cannot fail to act in every case. When the word “SAFE” engraved qn the breech action is exposed, the gun cannot be fired, 
and when it is covered by pushing forward the slide, either or both barrels can be fired. 


Damascus Barrels, English Walnut Stock, 10 or 12 gauge, . . e w ж d ww ад $ с x «= НО. 
Finest Damascus Barrels, Finest English Walnut Stock, Handsomely иной, 10 or 12 gauge, . s . . . . “ 125.00. 


10 Gauge, 28, 30, and 32 inch Barrels, 515 to 1014 lbs. weight. 
12 “  28,30,and 32 “ RS 714 to 10 Ks ss 


DIMENSIONS OF STOCK:—Drop at Butt, 234 to 314 inches; drop at Comb, 2 inches; from Front Trigger to center of Butt Plate, 137% to 1435 inches. 


. А кв. 
Extra charge of $15.00 will be made for all deviations from above lengths of Barrels or weights of Guns. Extra charge of $7.50 will be made for all deviations from above dimensions of Stoc 


NEW HAMMERLESS DOUBLE BARRELED SHOT GUN, io AND 12 BORE. 


А, Frame, 
B, Barrel I, Screw holes in draw bar. 
C, Fore-end. J, Main Spring. 

K, Sear Spring. 


D, Extractor Cam. 
E, Safety Slide. 

F, Trigger Plate. 

G, Lock Cover Plate. 
H, Stock. 


L, Hammer. 

M, Sear. 

N, Cocking Pin. 
O, Body Pin. 


lst—after it has been fired; 2d—when it has been opened for loading. 


The cuts are vertical sections of the breech action of the gun, showing It, 
n of the drawing shows that the second motion 


OPERATION OF THE GUN.—The gun is cocked, Ist—b 2 

. . Ist—by throwing down the barrels, and 2d by bringing them back into place. Ап inspectio 
presage (ШӨ ео of the main spring by pushing its inclined surface above the roll of the hammer, a utilizing both motions of the barals and making the forces required to open and close 
itron The tri equal. The main springs move on rolle, making the friction the least possible. The safety apparatus does not require the cutting away of the stock, so that the stock is very 
g. Бреге are firmly secured by a positive lock, and not by springs. The hammers can be let down separately or together by pressing the safety slide forward, and pulling опе or 


both triggers while closing the barrels. 
To TAKE THE GUN APAkT.—1, Take off the fore-end С. 2, Take off the tri у 
. А s ger-plate Е and the lock cover-plate G. 3, Take off the stock Н. 4, Insert screw-pins through the holes I in 
the draw bars and screw down the main springs. 5, Remove the sear springs. 6, Remove hammer and sear ЫЫ 1, Remove hammers L and sears М. 8, Relieve main springs J by loosening 


the draw bar screw-pins І. 9, Push out main springs, taking саге to prevent them from flying. 10, Remove cocking pins №. 11, Pull out the draw-bars. 
using a piece of soft wood or other suitable 


То ASSEMBLE THE GUN.—1, Hook the draw-bars on to the bod 

. - у-р О. 2, Place the cocking pins М. 3, Push the mains rings into place. 
d 2 роет the screw pins into the draw-bars, pressing upon the main springs. 5, Place the hammers; drive home the An eF vias and remove the draw-bar screw pins. 6, Place 
sears ear springs К. 7, Put on the stock H, trigger-plate Е, and lock cover-plate G. . 8, Lock the gun with the fore-end and place the barrels and fore-end. 


Before placing the barrels on the gun, cock it with the fore-end if the hammers have been let down. To make ready for firing, push the thumb slide E over the word “ safe.” 
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COLT'S PATENT FIRE ARMS MANUFACTURING COMPANY, HARTFORD, CONN., Ц. S. A. 


COMPONENT PARTS OF HAMMERLESS BREECH LOADING GUNS. 


10 and 12 Gauge. 


In ordering parts, give the number on the Gun. 


AN 


Mf 


= 


ARMS MANUFACTURING COMPANY, HARTFORD. CONN., Ц. 5. A. 


NAMES AND PRICES OF 


In ordering, give the number on the Gun. 


OF THE HAMMERLESS GUNS, 1o AND 12 GAUGE. 


1. LEFT HAMMER, COMPLETE, 80.82 92. TANG SCREW, $0.10 43. FORE-END LEVER STEP, 
2. LEFT TRIGGER, . . > · · · 80 23. GUARD BOW SCREW, 05 44. EXTRACTOR САМ PIN, 
3: XEETOEAR, © «< 9 = 2 & @ 2 94. FORE-END STRAP SCREW, . 95 HAMMER, . 
4. LEFT SEAR SPRING, . . . · · > 25. SMALL TANG SCREW, 07 HAMMER ROLL, 
5. ACTION BOLT, . - · - · · 40 26. SEAR SCREW, . ло HAMMER ROLL PIN, 
6 DRAW BAR, © eo . č © è * 85 37. EXTRACTOR SCREW, 05 DRAW BAR PIN, 
7. EXTRACTOR CAM, — ИЦ .75 28. SAFETY SPRING SCREW, 05 MAIN, SPRING ROLL, 
8. FORE-END LEVER, . . > ° 95 29. SEAR SPRING SCREW, 05 FORE-END LEVER SPRING, 
9. FORE-END LEVER BOLT, . . . · 30 30. FORE-END LEVER PLATE SCREW, . 05 JOINT PIN, 
10. SAFETY SLIDE, . - > . . . 1% 31. LOCK COVER PLATE SCREW, 07 EXTRACTOR, . 
11. SAFETY CATCH, . . . · · · Ø 32. TRIGGER SCREW, 05 EXTRACTOR SCREW, 
12. SAFETY LEVER, . - тз. > .20 33. SAFETY LEVER SCREW, .05 BUTT STOCK, ($80.00 LIST,) 
13. RIGHT HAMMER, COMPLETE, . >. - 82 34. FORE-END LEVER SPRING SCREW, 05 BUTT STOCK, ($125.00 LIST,) 
14. RIGHT TRIGGER, . . - + > o .80 35. TRIGGER SPRING SCREW, 05 FORE-END, (WOOD PART ONLY,) 
15. RIGHTSEAR,. . - · «+ ° .75 36. EXTRACTOR PUSH PIN, 05 TRIGGER PLATE, - 
16. RIGHT SEAR SPRING, . . . + + Ø 37. COCKING PIN, .08 GUARD BOW, 
17. ACTION SPRING; · 15 Е. X 45 38. HAMMER PIN, 06 LOCK COVER PLATE, 
18. MAIN SPRING, res S 0v o .85 39. SAFETY SLIDE PIN, 04 ТОР ТЕУЕК, 
19. SAFETY SPRING, . . . · · o .35 40. SAFETY CATCH PIN, 04 BUTT PLATE, (RUBBER, ) 
20. TRIGGER SPRING, беса м = .20 її. EXTRACTOR САМ STOP PIN, .04 New or extra pair barrels on $80.00 List Gun, 
21. BUTT PLATE SCREW, . . - - - 08 | 42. FORE-END LEVER PIN, 91 New or extra pair barrels оп $125.00 List Gun, 


"То have new barrels fitted, all parts must be sent to 


us. When guns are ordered with two 


pairs of barrels the extra pair will cost the same price ag above. 


DOUBLE BARRELED, BREECH LOADING SPORTING GUNS, 10 AND 12 BORES. 


PRICE LIST. 


12 BORE GUNS 10 BORE GUNS. 
ae А А ^ = i $ x еске " 60.00 
Twist Barrels, no Engraving, Straight Stock, . — . 3 š . 350.00 Fine Twist Barrels, Line Engraved, Straight Stock, Checkered, p @ 
n " ; “ : 5. 
“ “ “ “ 14 Grip “ Checkered, . . 55.00 ы Ы et ` $ 12 Grip “ 20:66 
28 | Р 1 ` “ à 10. 
Fine * — Line Engraved, Straight “ SU. + 55:00 Laminated  “ н : Straight ' М ткаў) 
“ и “ “ 14 Grip “ “ 60.00 “ s as ка 1$ Grip = > Se 
90 A. : * — Engraved Straight “ id . 80.00 
Laminated Barrels, Line Engraved, Straight Stock, Checkered, . 60.00 Damascus «ngraved, pe. А 85.00 
“ “ “ “ 14 Grip “ “ | 65.00 “ “ “ 15 Grip ы . ә. 
Damascus “ Engraved, Straight “ ч . 70.00 12 Bore Guns over $75.00, and 10 Bore Guus over $85.00 
и “ “ 1 Grip “ “ А 75.00 List, will be furnished to order, 


" sirene hi AN aws the firing-pins 
‘These Guns аге made of the best materials, with the best workmanship on the interchangeable plan. The locks are rebounding. The act of opening the breech withdr: E-P 
by a positive motion, without springs, preventing the »ossibility of premature explosion in closing the breech. b. ь nliar to this Company. 
d The barrels iré made and же especially d. this de, and will be furnished of all qualities. ‘They are brazed and soldered by чет OE A E by нь T the 
ensuring perfect and indestruetible work. No other guns possess this advantage. The stocks are of English or Cireaesian Walnut, of any, desired sty р шше with them, 
metal work will be furnished. When guns are made to order, patterns will be furnished with them if desired, and all guns are warranted to make the pat "e T cheapest gun that Ваз yet been 
In beauty of finish, quality of materials and accuracy of workmanship, these guns are unexcelled; and the purchaser will find that he has the best au || 
produced. Each gun is thoroughly tested at the factory. 


hu- 
^ ће 5 j iven In 1881 by the Massac 
A Gold Medal and Diploma of Merit were awarded to the Company for their Shot Guns, at the Melbourne Exposition of 1881, and the Highest Reward was giv 

setts Charitable Mechanic Association. 


In ordering parts, give the number on the Gun. 


33 


COMPONENT PARTS OF HAMMER BREECH LOADING SHOT GUNS. 


In ordering parts, give the number on the Gun. 


1!) AND 12 BORE. 


1. Hammer,+ , { à D 
2: ‘Tumbler, : $ А $ z | | ш ш 
Be unibler Stirrup. > н у 4 ^ 15 
4 Main Spring, $ s : " " s 70 
5. Sear Spri ing, $ а á ч E А .28 
6. Sear,{. » = г А . .25 
7. Trigger, + А 5 е А Е 25 
15. Action Balt, = Е А i .60 
16. Action L ever, 5 A " 5 " 45 
17. Action Pin, . š i . è я .05 
18. Action Spring, A $ Š è .28 
19. Роге End Lever, š а қ 3 Р .25 
20. Fore End Lever Step. . r " ‚28 
21. Fore End Lever Step Spr ing, . 02 
22. Fore End Lever Spring Sc rew, Б ; °з 
23. Fore End Lever Bolt, . $ š К .20 
24. Top Lever Pivot, * . М $ х 07 
25. 'l'op Lever Screw, 3 ? s 03 
26. Firing Pin (* Striker”) B Ы A 14 
27. Firing Pin Nut, . i i $ є 1@ 
38, Firing Pin Strut, = à ; x 03 
29, Fore End Extractor Cam, . š 5 .25 
30. Fore End Extractor Cam Pin, . » .03 
3l. ‘Tumbler Хи, . а . E à .08 
32. Lock Plate Serew, є 5 < .03 
33. Fore End Lever Pi: ite Screw, ө ы 0з 
34. Зелг Spring Serew, . . Я ‚ 08 
35. Bridle Screw, 4 i а : 03 
36. Tang Serew, s г 05 
37. ‘Trigger Plate Serew for Iron, А 5 03 
38. ‘Trigger Plate Screw for Wood, 08 
39. Fore End Lever Strap Screw tor Ww оой, .03 
40. Butt Plate Serew Гог Wood, г р 05 
Frame Joint Screw, . " Р 40 
Frame Joint Check Screw, z А 08 
Barrel Sight, " А $ а 04 
Fore End. Stock, $ * à ‘ 1.25 
Fore End Str ap, . ‚ , А Я s 1.50 
Fore End Lever Pin, . Е $ " 02 
Fore End Lever Plate, н x . КЕ) 
Butt Plate, (Jron or Rubber) > . 1.00 
Lock Plate, 5 ; . E 
Guard Bow, к А A а : 1.00 
l'rigger РЕ ate, š , > Е н 1.50 
Trigger Spring, . . А z 0» 
Trigger Spring Screw, , . * и 08 
"Trigger Screw, . WX | Я .03 
Tum Мег Stirrup Rivet, Я А и .01 
Bridle, . ‘ . , . И T 
Top Lever, i . А $ 1.20 
Screw Driver, . F 5 ~ 1,25 
Stop Bolt for Barrel, + а ‘ $ .30 
Stop Bolt Spring, . . . . 03 
Stop Bolt Rivet, . . . . $ .01 


+ In ordering -Action Bolt for either 


anted for Guns with large or small head strikers. 
ft hand is wanted. Only parts of right hand lock shown. 


; * In ordering the parts for 10 Bore Guns marked with a * it is important to specify whether they are w 
size bore state whether it is Гога Gun with Barrel Stop. $ In ordering parts, numbers 1 to 14 inclusive, state whether right or le 
Damascus. 10 ог 12 Gauge, $45.00. 


For FITTING New Parks ОЕ BARRELS.—Twist, 10 or 12 Gauge, $30.00; Laminated, 10 or 12 Gauge, 838.00; 
RE-STOCKING.—We can furnish Butt Stocks (the wood only) at from 89.00 to $13.00, price varying in proportion to the grade of Gun the Butt Stock is intended for. 
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J. Н..ВАВГОМ5 PATENT IDEAL RELOADING IMPLEMENTS. 


No. 1. 

Is a light, compact, 
and complete little tool, 
especially adapted to the 
smaller cartridges. 


A—Bullet Mould. R—Loading Chamber. 
С—Ке«аррег. D—Opening Mouth of Shell 


No. 2. 


Something new. Isto 
load cartridges for the 
new Colt's and $. & W. 
Target Pistol. With it 
the conical and round 
bullets can be used, with 
such charges of powder 
as the sportsman шау 
desire. This feature is 
new, and needs but to be 


seen to be appreciated. A—Bullet Моша. B—Loading Chamber. 


С—Ке-саррег, D—Adjustable Plunger. 


No. 3. 

We take pleasure in 
referring you to the op- 
erations performed by 
this tool. The re-sizing 
of the expanded shell and 
the sizing of the bullet 
аге very essential A 
separate mould with 
wood handles completes 


A—Opening Mouth of Shell. B—Re-sizing Expanded Shell. 
C—Kecapping, D—Loading Chamber. E—Bullet Sizer. the set. 


COMBINED DE-CAPPER AND SHELL SCRAPER. 

Militia Marksmen and 
Shooters in the Regular 
Army will appreciate this 
little tool. With it the 
old primer is thrown out, 
and by turning it around in the shell the old burnt powder and corrosion is scraped 
out, leaving the shell clean for the bullet. It is made of the best cast-steel, hardened 
and tempered. .45 calibre now ready. 


Price of sample by mail, А 5 Я . $0.75 
Price per dozen, . š 5 а А А 6.00 
35 


Ко. 4. 


Is а very popular tool. 
It is complete in itself: 
no extra pieces. It also 
has the bullet sizer, 
which makes the bullet 
perfectly round and the 


diameter correct. 
A—Opening Mouth of Shell. B—Rullet Mould. 
€-Re-Capping. D—Loading Chamber, E—Bullet Bizer. 


USE ONLY FOR REVOLVERS. 
Is designed especially for 
re-loading .38 and .44 calibre 
0 C. L. M. R. and .45 calibre 
| D EAL N . 4 Colt’s Army Cartridges for 
use in Colt’s Army and Fron- 
tier and all other Revolvers 
using these cartridges, en- 
- abling the use of any charge 

ae ИЕ ђе Се capping. of powder desired, with а 


н D—Bullet Sizer, E—Adjustin . E 
Pat. Sep. 13,87. ber. F—Serew for Beating Bullet. round or the regular bullet. 


No. 6. 


Is similar to No. 3 in con- 
struction, but is enlarged 
and strengthened for mili- 
tary and sporting cartridges. 
Militia Marksmen who use 
the .45 calibre U. S. Govern- 
inent cartridges will find 
this the best tool. The Dou- 
ble Adjustable Chamber (see 
Cut below) can be screwed 
in the same place where the A—Opening Mouth of Shell. B—Re-eizing Expanded Shell, 
re-sizing die B is. With it С-Ве-Сарршя. D—Loading Chamber, E—Sizing Bullet, 
the round .45 calibre ball can be loaded with such charge of powder as may be desired 


for Armory or Gallery practice. The using of a different Rifle at Armory or Gallery 
practice is of no value to the 


marksman, and 18 time 
5 thrown away. This will 
EDD и enable you to practice with 

| the arm you intend to use at 
the range. Separate eham- 
ber also for the 500 grain 
bullet. 


